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System configurator
HPLC/UHPLC by KNAUER

	 0.1 mm tubing 	 0.18 mm tubing 	 Workstation 
	 (Windows)

	 PEEK tubing ..... x Back pressure 		
	 regulator

	 10 mm/10 µl 
	 Pressure proof

	 10 mm/2 µl 
	 LightGuide®

	 50 mm/6 µl		

	 LightGuide®
	 3 mm/2 µl (up to 100 ml/min) 

	 Pressure proof

FLOW CELLS FOR UV-DETECTOR

ACCESSORIES

www.knauer.net/hplc

	 5 ml/min binary 		
	 gradient pump P 6.1L 
	 (UHPLC)

	 5 ml/min quaternary 	
	 gradient pump P 6.1L 
	 (UHPLC)

	 10 ml/min binary 		
	 gradient pump P 6.1L

	 10 ml/min quaternary 	
	 pump P 6.1L

..... x solvent selection 	
	 valve (6 further inlets)

	 UV/VIS  
	 single wavelength 

	 UV/VIS multiple		
	 wavelength

	 Conductivity

	 pH

	 Refractive index

	 Light Scattering

	 A/D-converter  
	 (integration of 		
	 further detectors)

   Manual injection 		
valve

   .Autosampler AS 6.1L

   .Autosampler AS 6.1L 
cool/heat

	 2 columns

	 6 columns

	 Column thermostat

	 Column kit HPLC

	 Column kit UHPLC

	 Precolumn heater 		
	 0.1 mm ID UHPLC

	 Precolumn heater 		
	 0.18 mm ID HPLC

	 DAD 2.1L

	 DAD 6.1L

	 MSQ Microsaic

	 Fluorescence 
	 Detector RF-20 A

	 Fluorescence 
	 Detector RF-20 Axs

SOLVENT SELECTION  
& DELIVERY

SAMPLE  
INJECTION

COLUMN SELECTION &
THERMOSTAT

DETECTION

	 UHPLC

	 (Stainless steel, max. 1000 bar)

	 HPLC

	 (Stainless steel, max. 700 bar)

	 Bio-Inert 

	 (metal-free, max. 400 bar)

M A K E YOU R PRE SE LEC TION

	 ClarityChrom®

	 Reversed phase

	 OpenLAB®

	 Normal phase

	 Mobile Control

	 System Qualification

	 Chromeleon™

	 other...

SOFTWARE

COMMON APPLICATIONS


